











Distribution columns, terminals
and floor stations

INTEGRATION 45 mini-posts

m Capacity : 5 45x45mm spaces per side.
® accommodates differential circuit breakers (except basic version).
m Fixes directly onto raised-floor plates.

2-box mini-post 1 VDI 64545

Basic mini-post 5 2 VDI 64547
INTEGRATION 45 posts

m Capacity: 10 45x45mm spaces per side.
m Accommodates differential circuit breakers (except basic version).

m Fixes directly onto raised-floor plates.

1-box post VDI 64554

2-box post 20 1 VDI 64555
Basic post 10 2 VDI 64557

Floor station

Floor station for raised floor (visible trap-door)
m Depth adjustable from 100 to 145mm

® Accommodates 2 to 3 VDI INTEGRATION 45 boxes with 4 45 x 45mm sockets or
Polyvalent 45 boxes (to be ordered separately).

m Floor plate drilling: 235 x 235mm.

Floor station 1 VDI 6500

Under-carpet floor trap-door

Floor trap door for low raised floor (concealed trap-door)

m Recommended for shallow raised-floor distribution (100mm minimum).
m The 2 ref. 6512 brackets allow multi-purpose boxes to be used.

m Cutting dimensions : 185 x 290mm.

VDI 6510

VDI6512 ) :
VDI 6512 Under-carpet floor trap-door 1 VDI 6510

Fixing bracket for multi-purpose boxes Pack of 2 VDI 6512
Schneider 115

Electric








